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PRL

DIMENSIONI E PESI
DIMENSIONS AND WEIGHTS

Descrizione: I ventilatori serie PRL sono particolarmente indicati per l’aspirazione di vapori, aria
corrosiva anche polverosa (non abrasiva).
Campo di lavoro: Sino a 32.000 m3/h, pressioni medio-alte, rendimento elevato.
Temperatura del fluido: Fino a 60° C in esecuzione standard in polietene; S in polipropilene per
temperature sino a 80° C.
Caratteristiche Costruttive: Coclea completamente stampata senza saldature in materiali: PP -
PPS - PPel - PE - PEes - PEel (Vedi legenda a pagina 6), girante a pale rovesce equilibrata
staticamente e dinamicamente, costruita in PP - PVC – acciaio inox – acciaio rivestito in ebanite
o fibra di vetro, supporto motore in lamiera di acciaio con verniciatura  o in acciaio inox e
l’installazione di un motore elettrico forma B3.

A richiesta: Sono disponibili esecuzioni in conformità alla direttiva ATEX 
Accessorio: Supporto motore in acciaio inox.

Description: PRL series fans are particularly designed to extract vapors and corrosive air even if
dusty (not abrasive).
Field of application: : Up to 32.000  m3/h, medium-high pressures, high performance.
Fluid temperature: Up to 60° C in standard execution in polyethene; S in polypropylene for
temperatures up to 80° C.
Constructive characteristics: The execution previews the use of  housing manufactured in
materials: PE - PEel - PP - PPS - PPel (see legend at page 6), welded backward curved blades
impeller in material PP - PVC - Stainless Steel - Steel with Ebonite or fiberglass cobvering statically
and dynamically balanced and the installation of 2 or 4 poles electric motor – B5 for execution 5.

On request: versions according to ATEX directive are available  
Accessory: Motor support made of stainless steel

Direzioni di rotazione (vista lato motore) - Rotation senses (seen from motor side)
RD 0 RD 45 RD 90 RD 135 RD 180 RD 225 RD 270 RD 315

RD
LG 0 LG 45 LG 90 LG 135 LG 180 LG 225 LG 270 LG 315

LG

Rotazione anti-oraria - Anti-Clockwise rotation senseRotazione oraria - Clockwise rotation sense
A

H
I

G
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160 15/18 2900 550 380 250
PRL 502

180 22 2900
360 460 50 400 355 355 80 630 395

600 450
53 440 25 335

275

PRL 504 100 2,20 1420 325 197 53 289
25 335

120

PRL 506 80 0,55 880
360 460 50 400 355 355 80 630 395

240 197 53 289
25 335

110

160 18,5 550 380 440 240

PRL 562 180 22 2920 410 490 50 450 365 380 80 710 410 600 450 53 440
25 355

270

200 30 640 520 540 320

PRL 564 112 4 1430 410 490 50 450 365 380 80 710 410 330 237 53 289 25 355 140

PRL 566 90 1,10 880 410 490 50 450 365 380 80 710 410 290 237 53 289 25 355 120

180 22 2920 600 450 440 290
PRL 632

200 30/37 2920
445 610 50 500 415 420 80 800 505

640 520
53

540
25 400

350

PRL 634 132 5,50 1450 400 237 53 337 25 400 180

PRL 636 112 2,20 950
445 610 50 500 415 420 80 800 505

330 237 53 337 25 400 165

PRL 804 180L 22 1450 600 360 53 862 40 - 430

PRL 806 160M 7,5 955
665 820 80 700 590 590 100 950 640

510 237 53 862 40 - 430

kg*:  Peso del ventilatore completo di motore standard - kg*:  Fan weight with standard electric motor

TIPO - TYPE

VENTILATORE
FAN

VENTILATORE
FAN

MOTORE
MOTOR

kW
inst.

GIRI
rpm

PESO
Weight

kgf A B C Ø E F G H I L P Q R S T kg*

DIMENSIONI E PESI
DIMENSIONS AND WEIGHTS

CARATTERISTICHE IN MANDATA VENTILATORI SERIE “PRL”
OUTLET CHARACTERISTICS OF “PRL” SERIES

MOTORI A 2/4/6 POLI - 2/4/6 POLES MOTORS

TIPO - TYPE

VENTILATORE
FAN

PRL 502 160/180 18,5 2 84 370 360 350 330 300 270 230

PRL 504 100 2,2 4 67 91 91 85 79 59

PRL 506 80 0,55 6 57 38 35 30 24

PRL 562 160/180/200 22 2 86 460 460 458 450 450 410 390 350 270

PRL 564 112 4 4 69 108 104 100 92 76 55

PRL 566 90 1,1 6 58 47 47 39 37 24

PRL 632 180/200 30 2 86 580 580 580 570 530 520 515 510 460 430 340

PRL 634 132 5,5 4 70 149 150 148 140 130 110 90

PRL 636 112 2,2 6 58 59 59 56 51 40

PRL 804 180L 22 4 72 240 240 240 239 235 230 225 213 209 180 160

PRL 806 160M 7,5 6 70 98 98 96 95 90 80 79 72 60

TOLLERANZA SULLA PORTATA ±5%  - LOAD TOLERANCE ±5%
TOLLERANZA SULLA RUMOROSITÀ +3 dB(A) - NOISE TOLERANCE +3 dB(A)

MOTORE
MOTOR

KW
inst.

Poli
Poles

dB(A) HT 1500 2500 4000 5000 7000 9000 11000 13000 15000 17000 19000 22000 25000 29000 32000

pt mmH2O= da Pa

Qv m3/h

Valori riferiti a:/ Datas referring to:   T=15°C; P=1 atm
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PORTATA - VOLUME

PRL 560

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

400320240160120804032242016128

22.52017.51512.5107.55

3.853.53.232.82.52.32.11.91.71.51.351.21.110.90.80.70.60.50.45

1413121110987.576.565.554.543.532.752.52.2521.75

2000
1700
1500
1300
1150
1000
890
800
710
630
560
500
440
390
350
310
270
240
210
185
165
145
130
115
100
85
75
65

V [m3/h]  x 1000

52%

34%

63% 71% 74%

45%

77.1* 77

75

72

70

66

62

57

51

1800

1650

1450

1300

1150

1050

950

850

750

650

4

3

2.2 

1.5 

1.1   [kW]  

0.75 

0.55 

0.37 

0.25 

RPM

1720

14501450

1140

950950

730pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRL 500

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

450360270180135904536271813.59

22.52017.51512.5107.55

3.332.82.52.2521.81.61.451.31.1510.90.80.70.60.50.450.40.35

1211109876.565.554.543.532.752.2521.751.51.25

2500
2200
1900
1600
1400
1200
1050
930
820
720
640
560
490
430
380
330
290
250
220
195
170
150
130
115
100
85
75
65

V [m3/h]  x 1000

52%

34%

62% 71% 74%

45%

80.8* 81

78

75

72

69

65

60

53

2000

1800

1600

1450

1300

1150

1050

950

850

750

650

4

3

2.2 

1.5 

1.1   [kW]  

0.75 

0.55 

0.37 

0.25 

0.18 

RPM

1720

14501450

1140

950950

730pt (Pa)
Pass - Pabs (kW) 

PRL 
PRESTAZIONI
PERFORMANCES



PORTATA - VOLUME

PRL 630

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

pt (Pa)
Pass - Pabs (kW) 

80064048032024016080644840322416

27242118151296

6.96.35.85.34.84.443.73.43.12.82.52.32.11.91.71.51.31.110.90.8

252321191715.5141312111098.257.576.565.554.543.53

3000
2600
2300
2000
1800
1600
1400
1250
1100
990
890
800
710
630
560
500
440
390
350
310
270
240
210
185
165
145
130
115
100

V [m3/h]  x 1000

73%

42%

76% 81% 81% 72%

76* 76

73

71

68

64

60

55

49

1600

1450

1300

1150

1050

950

850

750

650

7.5 

5.5 

4

3 [kW]  

2.2 

1.5 

1.1 

0.75 

0.55 

RPM

14501450

1140

950950

730

16001120800480320160112806448321612.89.68

454035302520151054.54

1917151311.51098765.554.543.532.521.5

706458534844403633302724222018161412.5111098765.5

6000
5400
4800
4300
3800
3400
3000
2700
2400
2100
1800
1600
1400
1250
1100
990
890
800
720
650
580
520
470
420
380
340
300
270
240

V [m3/h]  x 1000

66%

49%

79% 83% 78% 66%

85.9* 86

83

80

77

74

70

65

59

2000

1800

1600

1450

1300

1150

1050

950

850

750

650

55 

45 

37 

30 

22 
18.5 

15 

11   [kW]  

9

7.5 

5.5 

4

3

RPM

1720

14501450

1140

950950

730pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRL 800

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

43
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PRL-Q

DIMENSIONI E PESI
DIMENSIONS AND WEIGHTS

F

H
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1
I

R

P

Q

S O N M

G

30

T

B

C

A

Descrizione: I ventilatori serie PRL-Q sono particolarmente indicati per l’aspirazione di vapori, aria
corrosiva anche polverosa (non abrasiva).
Campo di lavoro: Sino a 100.000 m3/h, pressioni medie, rendimento elevato.
Temperatura del fluido: Fino a 60° C in esecuzione standard in polietene; S in polipropilene per
temperature sino a 80° C.
Caratteristiche Costruttive: Coclea costruita senza saldature in materiali: PP - PPS - PPel - PE -
PEes - PEel (Vedi legenda a pagina 6), girante a pale rovesce equilibrata staticamente e
dinamicamente, costruita in PP - PVC – acciaio inox – acciaio rivestito in ebanite o fibra di vetro,
supporto motore in lamiera di acciaio con verniciatura  o in acciaio inox e l’installazione di un motore
elettrico forma B3.

A richiesta: Sono disponibili esecuzioni in conformità alla direttiva ATEX 
Accessorio: Supporto motore in acciaio inox.

Description: PRL-Q series fans are particularly designed to extract vapors and corrosive air even if
dusty (not abrasive).
Field of application: : Up to 100.000  m3/h, medium pressures, high performance.
Fluid temperature: Up to 60° C in standard execution in polyethene; S in polypropylene for
temperatures up to 80° C.
Constructive characteristics: The execution previews the use of  housing manufactured in
materials: PE - PEel - PP - PPS - PPel (see legend at page 6), welded backward curved blades
impeller in material PP - PVC - Stainless Steel - Steel with Ebonite or fiberglass cobvering statically
and dynamically balanced and the installation of 2 or 4 poles electric motor – B5 for execution 5.

On request: versions according to ATEX directive are available  
Accessory: Motor support made of stainless steel

Direzioni di rotazione (vista lato motore) - Rotation senses (seen from motor side)
RD 0 RD 45 RD 90 RD 135 RD 180 RD 225 RD 270 RD 315

RD
LG 0 LG 45 LG 90 LG 135 LG 180 LG 225 LG 270 LG 315

LG

Rotazione anti-oraria - Anti-Clockwise rotation senseRotazione oraria - Clockwise rotation sense

ø
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132 9 810 345 385 395 130
PRL-Q 502

160 15
2900 80

950
400 400 400 350 630 - 400 50 215

380
25 860 380 360

440 490 190

PRL-Q 504 100 2,2 1420 80 725 400 400 400 350 630 - 400 50 215 197 25 860 380 360 290 340 110

PRL-Q 506 80 0,55 880 80 725 400 400 400 350 630 - 400 50 215 197 25 860 380 360 290- 340 100

160 18,5 1000 235 380 440 490 210

PRL-Q 562 180 22 2900 80 1050 450 450 450 400 710 - 450 50 235 450 25 970 420 400 440 490 250

200 30 1090 235 520 540 590 320

PRL-Q 564 112 4 1420 80 780 450 450 450 400 710 - 450 50 235 237 25 970 420 400 289 339 130

PRL-Q 566 90 1,1 880 80 740 450 450 450 400 710 - 450 50 235 237 25 970 420 400 289 339 110

180 22 2920 1050 550 450 440 490 290
PRL-Q 632

200 30/37 2920
80

1090 550
500 500 450 800 - 500 50 265

520
25 1100 500 445

540 590 350

PRL-Q 634 132 5,5 1450 80 850 550 500 500 450 800 - 500 50 265 237 25 1100 500 445 337 387 180

PRL-Q 636 112 2,2 950 80 780 550 500 500 450 800 - 500 50 265 237 25 1100 500 445 337 387 165

PRL-Q 714 160L 15 1450 80 1083 530 710 560 500 850 700 570 50 300 316 40 1190 500 500 772 826 340

PRL-Q 716 132M 4 930 80 945 530 710 560 500 850 700 570 50 300 316 40 1190 500 500 772 826 290

PRL-Q 804 180L 22 1460 80 1200 600 800 630 560 950 780 640 50 331 360 40 1350 560 560 862 926 430

PRL-Q 806 160M 7,5 960 80 1100 600 800 630 560 950 780 640 50 331 360 40 1350 560 560 862 926 390

PRL-Q 904 225M 45 1470 80 1380 730 900 710 630 1060 870 720 50 360 440 40 1500 630 630 962 1026 680

PRL-Q 906 180L 15 960 80 1270 730 900 710 630 1060 870 720 50 360 440 40 1500 630 630 962 1026 540

PRL-Q 1004 280S 75 1480 100 1640 820 1000 800 710 1180 980 815 60 415 590 40 1700 725 710 1056 1128 850

PRL-Q 1006 200L 22 950 100 1450 820 1000 800 710 1180 980 815 60 415 590 40 1700 725 710 1056 1128 700

PRL-Q 1104 315S 110 1480 150 1700 910 1100 900 800 1320 1100 920 60 460 590 40 1900 820 820 1178 1300 1150

PRL-Q 1106 250M 37 980 150 1560 910 1100 900 800 1320 1100 920 60 460 590 40 1900 820 820 1178 1300 980

PRL-Q 1108 225S 18,5 730 150 1520 910 1100 900 800 1320 1100 920 60 460 590 40 1900 820 820 1178 1300 860

PRL-Q 1256 280M 55 980 150 1920 1000 1250 1000 900 1500 1200 1000 80 510 590 40 2110 900 920 1180 1300 1630

PRL-Q 1258 250M 30 730 150 1800 1000 1250 1000 900 1500 1200 1000 80 510 590 40 2110 900 920 1180 1300 1450

PRL-Q 1356 315M 90 980 150 2050 1100 1350 1100 1000 1700 1350 1115 80 560 650 40 2350 1000 1020 1450 1530 2080

PRL-Q 1358 280M 45 730 150 2030 1100 1350 1100 1000 1700 1350 1115 80 560 650 40 2350 1000 1020 1450 1530 1960

kg*:  Peso del ventilatore completo di motore standard - kg*:  Fan weight with standard electric motor

TIPO - TYPE

VENTILATORE
FAN

VENTILATORE
FAN

MOTORE
MOTOR

kW
inst.

GIRI
rpm

PESO
Weight

kgf A B C D F G H H1 I L M N O P Q R S T kg*

CARATTERISTICHE IN MANDATA VENTILATORI SERIE “PRL-Q”
OUTLET CHARACTERISTICS OF “PRL-Q” SERIES 

MOTORI A 4/6/8 POLI - 4/6/8 POLES MOTORS
Le caratteristiche dei ventilatori modello PRL-Q 500/560/630 sono identiche ai ventilatori PRL 500/560/630 a pagina 41

The characteristics of PRL-Q 500/560/630 model fans are identical to PRL 500/560/630 model fans on page 41

TIPO - TYPE

VENTILATORE
FAN

PRL-Q 711 160L 15 4 66 180 180 180 178 170 150 125 92

PRL-Q 716 132M 4 6 56 70 68 66 58 50

PRL-Q 804 180L 22 4 68 240 240 238 236 213 205 178

PRL-Q 806 160M 7,5 6 58 98 98 96 95 89 78 60

PRL-Q 904 180L 45 4 73 330 330 320 300 280 270 270 240 220 190

PRL-Q 906 160M 15 6 68 135 130 128 125 120 103 103 89 72

PRL-Q 1004 180L 75 4 75 410 410 400 395 390 380 370 365 360 340 310

PRL-Q 1006 160M 22 6 70 160 160 150 145 135 130 115 105 85

PRL-Q 1106 180 37 6 73 210 210 200 195 190 185 180 170 160 147 130

PRL-Q 1108 225S 18,5 8 65 130 130 130 125 120 115 106 97 88

PRL-Q 1256 180L 55 6 75 230 230 230 225 220 215 210 205 200 190 180 160

PRL-Q 1258 160M 30 8 68 140 140 135 130

PRL-Q 1356 180L 90 6 78 318 318 318 305 303 300 298 293 290 285 275 260 250 180

PRL-Q 1358 160M 45 8 70 195 193 190 185 182 180 178 170 163 155 130

TOLLERANZA SULLA PORTATA ±5%  - LOAD TOLERANCE ±5%
TOLLERANZA SULLA RUMOROSITÀ +3 dB(A) - NOISE TOLERANCE +3 dB(A)

MOTORE
MOTOR

KW
inst.

Poli
Poles

dB(A) HT 4000 5000 6000 8000 11000 14000 18000 22000 26000 30000 34000 38000 42000 46000 51000 56000 61000 66000 76000 80000 100000

pt mmH2O= da Pa

Qv m3/h

Valori riferiti a:/ Datas referring to:   T=15°C; P=1 atm

DIMENSIONI E PESI
DIMENSIONS AND WEIGHTS
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PORTATA - VOLUME

PRL-Q 500

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

200012008006004002001401006040201612864

454035302520151054.543.532.5

6.96.15.34.643.63.12.72.321.81.51.31.110.90.70.60.50.40.3

252219171513119.58765.254.543.532.521.751.51.251

5000
4300
3700
3200
2700
2300
2000
1700
1450
1250
1050
910
790
680
590
510
440
380
330
280
240
200
170
145
125
105
90
75
65

V [m3/h]  x 1000

62%

4%

75% 79% 74% 62%

93.8* 94

92

89

86

83

78

73

66

57

3200

2900

2600

2300

2050

1850

1650

1450

1300

1050

950

850

750

600

30 

22 

15 

11 
9

7.5 

5.5 

4

3

2.2 

1.5 

1.1   [kW]  

0.75 

0.55 

0.37 

0.25 

0.18 

R PM

2850

1720

14501450

1140

950950

730

pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRL-Q 560

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

18001260900540360180126907254361812.697.25.4

454035302520151054.543.53

8.37.46.665.554.543.63.22.82.52.221.81.61.41.210.90.80.70.60.5

302724211917151311.5109876.255.554.543.532.521.75

6000
5300
4600
4000
3500
3000
2600
2200
1900
1600
1400
1200
1050
920
810
710
620
540
470
410
360
310
270
230
200
175
150
130
110

V [m3/h]  x 1000

62%

47%

75% 79% 74%

62%

91.8* 92

90

87

84

80

76

71

64

55

3000

2700

2400

2150

1950

1750

1550

1400

1250

1100

1000

900

800

700

37 
30 

22 
18.5 

15 

11 
9

7.5 

5.5 

4

3 [kW]  

2.2 

1.5 

1.1 

0.75 

0.55 

RPM

2850

1720

1450

1140

950

875

730
pt (Pa)
Pass - Pabs (kW) 

PRL-Q 
PRESTAZIONI
PERFORMANCES
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PORTATA - VOLUME

PRL-Q 630

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

200014001000600400200140100604020161286

4842363024181265.44.84.23.63

119.587654.543.532.521.51

403632292623201816141210.59876.255.254.543.532.52

7000
6000
5200
4500
3900
3400
2900
2500
2100
1800
1500
1300
1100
960
840
730
640
560
490
430
370
320
280
240
210
180
155
135
115
100

V [m3/h]  x 1000

64%

48%

77% 81% 76%
64%

90.8* 91

89

86

83

79

75

70

63

54

2900

2600

2350

2100

1850

1650

1500

1350

1200

1050

950

850

750

600

45 
37 

30 

22 
18.5 

15 

11 
9

7.5 

5.5 

4 [kW]  

3

2.2 

1.5 

1.1 

0.75 

0.55 

RPM
2850

1720

1450

1140

950950

730
pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRL-Q 710

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

4803602401801206048363024181264.8

272421181512963

8.37.576.565.65.14.64.23.83.43.12.82.52.221.81.61.41.210.90.8

302725232119171513.512111098.257.256.565.554.543.53

2000
1800
1600
1450
1300
1200
1100
1000
920
850
780
720
660
610
560
510
470
430
390
360
330
300
270
240
220
200
180
165

V [m3/h]  x 1000

64%

48%

77% 81% 76% 64%

75.1* 75

73

70

67

64

60

55

1500

1350

1200

1100

1000

900

800

700

15 

11 

9

7.5 

5.5 

4

3 [kW]  

2.2 

1.5 

1.1 

RPM

1450

1140

950

875

730pt (Pa)
Pass - Pabs (kW) 

PRL-Q 
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16001120800480320160112806448321612.89.68

454035302520151054.54

1917151311.51098765.554.543.532.521.5

706458534844403633302724222018161412.5111098765.5

6000
5400
4800
4300
3800
3400
3000
2700
2400
2100
1800
1600
1400
1250
1100
990
890
800
720
650
580
520
470
420
380
340
300
270
240

V [m3/h]  x 1000

66%

49%

79% 83% 78% 66%

85.9* 86

83

80

77

74

70

65

59

2000

1800

1600

1450

1300

1150

1050

950

850

750

650

55 

45 

37 

30 

22 
18.5 

15 

11   [kW]  

9

7.5 

5.5 

4

3

RPM

1720

14501450

1140

950950

730pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRL-Q 800

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

PORTATA - VOLUME

PRL-Q 900

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

1200840600360240120967260483624129.67.2

40.53631.52722.51813.594.53.6

222018161412.5111098765.554.543.532.52

80736761565146423834312825232119171513.5121110987

6000
5400
4800
4300
3800
3400
3000
2700
2400
2100
1800
1600
1400
1250
1100
990
890
800
720
650
580
520
470
420
370
330
290
260
230

V [m3/h]  x 1000

66%

49%

79% 83% 78%

66%

86.2* 86

84

81

78

75

71

66

59

1800

1650

1450

1300

1150

1050

950

850

750

650

600

90 

75 

55 

45 

37 

30 

22 
18.5 

15   [kW]  

11 

9

7.5 

5.5 

4

RPM

1720

14501450

1140

950950

730

pt (Pa)
Pass - Pabs (kW) 

PRL-Q 
PRESTAZIONI
PERFORMANCES
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PORTATA - VOLUME

PRL-Q 1000

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

100070050040030020010080605040302010

3632282420161284

25232119171513.51211109876.565.554.543.53

90837771656055514743393633302725232119171513.5121110

5000
4500
4100
3700
3400
3100
2800
2500
2200
2000
1800
1600
1450
1300
1150
1050
960
880
810
740
680
620
570
520
470
430
390
350

V [m3/h]  x 1000

67%

50%

81% 85% 80%

67%

83* 83

80

78

75

71

67

62

1500

1350

1200

1100

1000

900

800

700

650

75 

55 

45 

37 

30 

22   [kW]  

18.5 

15 

11 

9

7.5 

RPM

1450

1140

950

875

730
pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRL-Q 1100

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

120084060048036024012096726048362412

363228242016128

33302725232119171513.51211109876.565.554.543.5

12010595857565605550454035302522.52017.51512.5

6000
5500
5000
4500
4100
3700
3300
3000
2700
2400
2200
2000
1800
1600
1450
1300
1150
1050
960
880
800
730
670
610
560
510
460
420
380

V [m3/h]  x 1000

67%

50%

81% 85% 80%

67%

85.2* 85

83

80

77

74

70

65

1450

1300

1200

1050

950

850

750

700

132 

110 

90 

75 

55 

45 

37   [kW]  

30 

22 

18.5 

15 

11 

RPM

1450

1140

950950

730

pt (Pa)
Pass - Pabs (kW) 

PRL-Q 
PRESTAZIONI

PERFORMANCES
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PORTATA - VOLUME

PRL-Q 1250

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

1400980700560420280140112847056422814

40.53631.52722.51813.59

44403734312826242220181614.5131211109876.565.55

160145130115100908072.565605550454035302522.52017.5

6000
5500
5000
4600
4200
3800
3500
3200
2900
2600
2400
2200
2000
1800
1600
1450
1300
1200
1100
1000
920
850
780
720
660
610
560
510

V [m3/h]  x 1000

67%

50%

81% 85% 80% 67%

87.2* 87

85

83

80

76

72

67

1350

1250

1100

1000

900

800

700

650

200 

160 

132 

110 

90 

75 

55   [kW]  

45 

37 

30 

22 

RPM

1140

950

875

730
pt (Pa)
Pass - Pabs (kW) 

PORTATA - VOLUME

PRL-Q 1350 S

pd  [Pa]

v [m/s]

V [m³/s]

Lp*
dB(A)

pt
Pa

PORTATA - VOLUME

PRESSIONE DINAMICA - DYNAMIC PRESSURE

VELOCITÀ D’USCITA - OUTLET SPEED

P
R

E
S

S
IO

N
E

 T
O

TA
LE

 - 
TO

TA
L 

P
R

E
S

S
U

R
E

3200 4800 8000 11200 16000 32000 64000 96000 1,6e+05

100 150 200 250 300 350 400 450

5551474340373431282624222018161413121110987

200180160145130115100908072.565605550454035302522.5

7000
6400
5900
5400
5000
4600
4200
3800
3500
3200
2900
2600
2400
2200
2000
1800

1600
1450
1300
1200
1100
1000

920
850
780
720
660

V [m3/h]  x 1000

67%

50%

81% 85% 80% 67%

91* 91

88

86

83

79

75

71

1300

1200

1050

850

750

700

200 

250

200

160 

132

110

90   [kW]  

75 

45

55

37

RPM

1140

950950

730
pt (Pa)
Pass - Pabs (kW) 

PRL-Q 
PRESTAZIONI
PERFORMANCES


